
Water-based cleaning detergent. Cleans easily Petrolium 
derivitive oils, smut and soot 

Not creating any color loss since not effecting original 
epoxy based aircraft paints. Biodegradeable and 
environment-friendly product. Produced acording to

CONFORMS TO MIL–C-85570 (TYPE II) and    
MIL-C-87937 (TYPE IV) standards to wash/clean aircraft 
and helicopters. Can be used in the high pressure and 
steamy machines. Rust preventive inhibitors are included.

Usage Areas :
Can be used outer surfaces of aircraft and helicopter bodies 

safely.
Additionally, can be used safely to clean any surface where 
water contact is not problem. However, aircraft’s cockpit and 
other glases should be screened.

Expected cleaning is achived at areas where exhaust dirt is 
main problem(eg.hooks) with the strong formula.

Usage ratio :

Aircraft and helicopter
Outer body cleaning 1 : 5    - 1 : 20
As a general cleaner 1 : 10  - 1 : 50

Ratios can be diluted with hot or cold water. Application 
is executed via brush from down to
up after cleaning the heavy dirt to the bodies of aircraft and 
helicopter.

Preventive actions:

• Read instruction manual before usage.

• Keep away from the kids.

• Do not use for food cleaning.

• Wash with water awfully in case of eye(s) contact.
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